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Applicability:  
Bugatti Veyron 
 
 
 
VIN range :  
Contact your Bugatti regional service manager 
 
 
Market Region:  
All 
 
 
Introduction: 
Corrosion of the B+ Cable and connection to the generator. 

 
Description:  
In extreme conditions, cable protection could be damaged.  
Installation  of  latest  level  generator  and  improved B+  cable  to  avoid water  ingress  and 
therefore remove the risk of corrosion. 
 
 
This  repair  can be done by  any Bugatti  Service Partner of Excellence or  assisted by  the 
factory directly. 
 

 
Warning:  
 

Comply  with  the  vehicle  preparation  measures  for  maintenance  and  repair 
procedures.  Refer  to  the  official Workshop Manual,  Page  18  “General  instructions 
about the vehicle” 
If  in  any  doubt  regarding  this  procedure,  contact  your  Bugatti  regional  service 

manager. 
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Procedure: 
 
The main parts requiring replacement: Generator / Generator wiring Harness B+ / Bracket. 
 
Listed below are the new parts which are required: 
 

Designation  Old Part Number   New Part Number 

Generator  07E.903.015  07E.903.015.A 

Generator wiring harnes  5B0.971.349  5B0.971.349.B 

Generator bracket   5B0.972.597  5B0.972.597.B 

Screw M8x95x80  N.906.602.02  N.911.607.01 

Screw M8x115x80  N.906.602.02  N.911.608.01 

Nut M8     N.901.838.02 

 
Further parts needed to complete the repair work will be provided by Bugatti in a repair kit. 
  
For  all  replacement  work  details,  refer  to  the  official Workshop Manual  for  Service  Partner  of 
Excellence,  Page  138  “Generator,  removing  and  installing”  and,  page  175  for  “Replacing  the 
generator wiring harness”. 
 
 
 
 
 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

New Bracket  
5B0.972.597.B  

New Generator 
07E.903.015.A  

The generator fixing screws must be replaced with the longer type. Please refer to table above. 
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Warranty information:  
 

 
 

Operation  Defect Code Repair Code Time 

Generator 
replacement 

  BUGVR13/1  60 hrs 

 
                                                                                                            
Bugatti Bulletins are intended for use by experienced and trained technicians. If you lack the skills, tools, equipment and 
a suitable workshop for any procedure described in this document, we suggest you leave such repairs to an Authorised 
Bugatti  Partner.  See  your  Bugatti  Partner  for  advice  on  whether  your  vehicle  may  benefit  from  the  information 
contained within this document. 
 
The  information contained  in this Bulletin  is accurate at the date of publication. However, Bugatti Automobiles S.A.S. 
regularly  updates  technical  information.  Please  check with  your Bugatti  Partner  that  the Bulletin  you  intend  to use 
contains the latest available information. 
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