
 

 1/1 Field measure management GSP/TPR 

Supply printed operator's manual and replace if necessary 

Model 217 with code 801  

 

Model: A217 with code 801 

Work procedure  

 Supply printed operator’s manual and replace if necessary 
 

1. Check whether the operator's manual is in the vehicle document wallet and whether it is the correct 

version.  

       If no operator's manual is found, a printed operator's manual must be inserted in the vehicle 

document wallet. 

       If there is a printed operator's manual, compare it with the parts table. 

 

Parts scope – Printed operator's manual 

* The operator's manuals must be procured through the usual replacement part ordering channels. 
 

 

Model: C217 with code 801 

Scope of work 

 Supply printed operator's manual and replace if necessary 
 

1. Check whether the operator's manual is in the vehicle document wallet and whether it is the correct 

version.  

       If no operator's manual is found, a printed operator's manual must be inserted in the vehicle 

document wallet. 

       If there is a printed operator's manual, compare it with the parts table. 

Parts scope – Printed operator's manual 

* The operator's manuals must be procured through the usual replacement part ordering channels. 

Operation text and flat rate 

Operation 

no. 

Operation text Flat rate Accounting no./ damage 

code 

02-9471 Check operator's manual, supply if 

necessary 

0.1 h 58 912 02 

 

Quantity Part no. Designation Language Code 

As 

required 

(1)* 

A 217 584 07 08 COMAND OPERATOR'S MANUAL US ENGL USA CAN 

A-2021 

English USA 801+12B 

As 

required 

(1)* 

A 217 584 19 08 AMG SUPPLEMENT US ENGL USA CAN A-2021 English USA 801+M177+12B 

Quantity Part no. Designation Language Code 

As 

required 

(1)* 

A 217 584 94 07 COMAND OPERATOR'S MANUAL US ENGL USA CAN 

A-2021 

English USA 801+12B 

As 

required 

(1)* 

A 217 584 19 08 AMG SUPPLEMENT US ENGL USA CAN A-2021 English USA 801+M177+12B 


